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AB ANCHOR BOLT
AC AIR CONDITIONING
ACT ACOUSTICAL CEILING TILE
ADDL ADDITIONAL
ADJ ADJUSTABLE
AFF ABOVE FINISH FLOOR
ALT ALTERNATE
AL ALUMINUM
ARCH ARCHITECTURAL
ASPH ASPHALT

B/ BOTTOM of
BD BOARD
BL BUILDING LINE
BLDG BUILDING
BLK BLOCK
BLKG BLOCKING
BP BEARING PLATE
BR BEDROOM
BSMT BASEMENT
BTWN BETWEEN
BRG BEARING

CB CATCH BASIN
CC CENTER TO CENTER
CEM CEMENT
CG CORNER GUARD
CJ CONSTRUCTION JOINT or CONTROL JOINT
CLG CEILING
CMU CONCRETE MASONRY UNIT
COL COLUMN
COMP COMPACT(ED)
CONC CONCRETE
CONST CONSTRUCTION
CONT CONTINUOUS
COORD COORDINATE
CPT CARPET
CRS COURSE
CT CERAMIC TILE

D DEEP/ DEPTH
DBL DOUBLE
DET DETAIL
DF DOUGLAS FIR
DIA DIAMETER
DIM DIMENSION
DTL DETAIL
DW DISHWASHER
DWG DRAWING

EA EACH
EL ELEVATION
ELEC ELECTRIC
ELEV ELEVATION
EQ EQUAL
EW EACH WAY
EXT EXTERIOR
EXG EXISTING

FBGL FIBERGLASS
FD FLOOR DRAIN
FFE FINISH FLOOR ELEVATION
FIN FIN
FLR FLOOR
FNDN FOUNDATION
FP FIREPLACE
FR FAMILY ROOM
FTG FOOTING

GC GENERAL CONTRACTOR
GL GLASS
G&N GLUE and NAIL
GWB GYPSUM WALL BOARD
GP GYPSUM

H HIGH
HC HOLLOW CORE
HDR HEADER
HDW HARDWARE
HGT HEIGHT
HM HOLLOW METAL
HORZ HORIZONTAL
H.P. HIGH POINT
H.R. HANDRAIL 
HW HOT WATER

INS INSULATION
INT INTERIOR

JAN. JANITORIAL
JST JOIST
JT JOINT

K KITCHEN

LF LINEAR FEET
LH LEFT HAND
LOC LOCATION
LVL LAMINATED VENEER LUMBER

MAT MATERIAL
MAX MAXIMUM
MECH MECHANICAL
MFGR MANUFACTURER
MH MAN HOLE
MIN. MINIMUM
MO MASONRY OPENING
MTL METAL

NIC NOT IN CONTRACT
NTS NOT TO SCALE

OC ON CENTER
OHD OVERHEAD DOOR
OPNG OPENING

PL PLATE
PSF POUNDS PER SQUARE FOOT
PSI POUNDS PER SQUARE INCH
PT (D) PAINT (-ED)
PWD PLYWOOD

RA RETURN AIR
RD ROOF DRAIN
REF REFERENCE
REINF REINFORCING
REQ'D REQUIRED
RH RIGHT HAND
RM ROOM
RO ROUGH OPENING
R/S ROUGH SAWN

SC SOLID CORE
SCWD        SOLID CORE WOOD DOOR
SD SMOKE DETECTOR
SF SQUARE FEET
SFLR SUB-FLOOR
SIM SIMILAR
SL SLOPE
SOG SLAB-ON-GRADE
SPEC SPECIFICATIONS
STL STEEL
STR STRUCTURAL
SV SHEET VINYL FLOORING

T TOILET
T/ TOP OF
TH THICK/ THICKNESS
T&G TONGUE & GROOVE
TOF TOP OF FOOTING
TOS TOP OF STEEL
TOW TOP OF WALL
TYP TYPICAL

UNO UNLESS NOTED OTHERWISE

VB VAPOR BARRIER
VCT VINYL COMPOSITION TILE
VERT VERTICAL

W WIDE/ WIDTH
W/ WITH
WC WATER CLOSET
WD WOOD
WIND. WINDOW
WWM WELDED WIRE MESH
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GENERAL NOTES
THE FOLLOWING GENERAL NOTES ARE APPLICABLE

  ARCHITECTURAL DRAWINGS:

1. MATERIAL SPECIFICATIONS ARE PROVIDED ON THESE DRAWINGS
FOR SPECIFIC MATERIAL REQUIREMENTS.

2. ALL WORK SHALL COMPLY WITH ALL APPLICABLE CODES.
STANDARDS AND REGULATIONS, INCLUDING, BUT NOT LIMITED
TO STANDARDS, NFPA, AND THE NATIONAL ELECTRIC CODE
(NEC).

3. CONSTRUCTION DRAWINGS ARE BASED UPON FIELD SURVEYS
AND RECORD DRAWINGS PROVIDED BY THE
ARCHITECT/ENGINEER. THE CONTRACTOR SHALL FIELD VERIFY ALL
EXISTING CONDITIONS AND DIMENSIONS FOR ALL PROJECT
WORK PRIOR TO CONSTRUCTION.

4. DIMENSIONS SHOWN ARE TO FACE OF FINISH WALL TO FACE OF
STRUCTURE UNLESS OTHERWISE NOTED. WRITTEN DIMENSIONS
SHALL SUPERSEDE SCALED DIMENSIONS IN ALL CASES. DO NOT
SCALE THE DRAWINGS.

5. PROMPTLY NOTIFY THE OWNER OF ANY DISCREPANCIES IN THE
DRAWINGS OR SPECIFICATIONS FOR RESOLUTION PRIOR TO ANY
CONSTRUCTION WORK.

6. ALL MEANS AND METHODS OF CONSTRUCTION ARE SOLELY THE
RESPONSIBILITY OF THE CONTRACTOR AND SUBCONTRACTORS.

7. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING
CONSTRUCTION AREA SECURITY DURING CONSTRUCTION.

8. THE CONTRACTOR IS TO PROVIDE DAILY CLEANUP,
CONSTRUCTION BARRIERS, NEGATIVE AIR IN CONSTRUCTION
AREAS & A DUST SEAL PROGRAM PER SPECIFICATIONS AND
FACILITY INFECTION CONTROL STANDARDS.

9. PATCH ALL EXISTING INTERIOR WALLS WHERE REMOVALS HAVE
TAKEN PLACE. PATCH TO MATCH EXISTING ADJACENT FINISH.
REFER TO DEMOLITION NOTES AND LAYOUTS FOR REMOVALS. A
PAINTABLE SMOOTH SURFACE SHALL BE ATTAINED. FINISH PAINT
PER SPECIFICATIONS.

10. ANY AND ALL WORK THAT IS NOT DESCRIBED WITHIN THESE
DRAWINGS BUT MUST BE COMPLETED AS PART OF A MOVE,
RELOCATION, OR INSTALLATION OF NEW SHALL BE PART OF THIS
CONTRACT AND TO REFERRED AS "REQUIRED WORK".
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PARTIAL DETAIL OF B-14 GARAGE AREA-DEMO
SCALE: 1/4"=1'      

NOTES
1. REMOVE AND DISPOSE OF EXISTING DOORS, MECHANISMS, AND HARDWARE.
2. DISCONNECT, REMOVE AND DISPOSE OF DEVICES, CONDUIT, AND OTHER PER COR'S INSTRUCTION

RELATED TO THE COLUMN/POST DEMOLITION NOT SHOWN ON THE DRAWINGS THAT ARE NOT DIRECTLY
RELATED TO THE DOORS AND SERVICES TO THE GARAGE.

3. RELOCATE EXHAUST COLLECTION DEVICE TO ALLOW NEW DOOR INSTALLATION & ACTIVATION. VERIFY
DEVICE IS IN FULL FUNCTIONING ORDER WITH NO LEAKS WITHIN EXHAUST CONDUITS AFTER RELOCATION.

4. GARAGE AND FIRE DEPARTMENT DUTIES MUST NOT BE DISRUPTED DURING CONSTRUCTION. IF PARTIAL
BLOCKAGE OF ADJACENT GARAGE ENTRANCES ARE REQUIRED DURING THE CONSTRUCTION, NOTIFY THE
COR FOR COORDINATION AT LEAST 48 HRS IN ADVANCE.

5. REFER TO 2/A-1 FOR DEMO ELEVATION. REFER TO 3/A-1 FOR EXTENT OF COLUMN DEMO.
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OVERHEAD DOOR JAMB DETAIL
SCALE: NTS     

2
A1

OVERHEAD DOOR JAMB DETAIL
SCALE: NTS     

3
A1

NOTES
1. DEMOLISH EXISTING POST. REBUILD COLUMN USING EXISTING SOUTHERN EDGE OF WASH BAY DOOR

FRAME. REDUCE EXISTING CONCRETE BASE WIDTH AND PROVIDE LEVEL SURFACE FOR COLUMN.
CONSTRUCT NEW COLUMN USING (2) HSS 4X4X1/4, 3/8" BASE AND CAP PLATE (REFER TO SECTION 4/A1).
PROVIDE COLUMN TO BE ENCOMPASSED WITH CORED BRICKS. (SELECTION OF BRICKS AND COLOR SHALL
BE THROUGH SUBMITTAL UNDER THE DIRECTION OF THE COR.)

2. REMOVE CONCRETE BASE AS NECESSARY. PROVIDE SMOOTH FINISHED SURFACE TO MATCH EXISTING
TRANSITION INTO GARAGE SPACE. PROVIDE THIN MORTAR FACE OVER CUT EDGE.

3. TIE INTO EXISTING CONCRETE BASE AND HEADER BEAM WITH 3/8" EXPANSION ANCHORS.
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COLUMN PLATES
SCALE: 3"=1'-0     

4
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CAP PLATE

BASE PLATE

NOTES
1. ALL PLATES ARE 1/2" THICK OF A36 MATERIALS. ALL HOLES ARE 7/16" THICK FOR (3/8"Holt Kwik Bolt 3)

EXPANSION ANCHORS w/MIN 31
2" EMBEDMENT.

2. PROVIDE WELDS AS REQUIRED BY THE LATEST AISC STEEL CONSTRUCTION MANUAL.PARTIAL DETAIL OF B-14 GARAGE AREA-INSTALLATION
SCALE: 1/4"=1'      

NOTES
1. PROVIDE NEW OVERHEAD DOORS, MECHANICAL OPENING DEVICES, AND OPENER CONTROLS AS

SPECIFIED.
2. REFER TO 3/A-1 FOR COLUMN CONSTRUCTION.
3. GARAGE AND FIRE DEPARTMENT DUTIES MUST NOT BE DISRUPTED DURING CONSTRUCTION. IF PARTIAL

BLOCKAGE OF ADJACENT GARAGE ENTRANCES ARE REQUIRED DURING THE CONSTRUCTION, NOTIFY THE
COR FOR COORDINATION AT LEAST 48 HRS IN ADVANCE.

4. PROVIDE AN EXTERIOR DOOR CONTROL THAT MATCHES OR IS SIMILAR TO THAT OF THE ADJACENT BAY
TO THE RIGHT.
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